19970614.ba ba-por01.496 ba-por01.497 

>1496 

>From owner-boatanchors@sco.theporch.com Fri Jun 13 00:02 CDT 1997 
>Received: from sco.theporch.com (sco.theporch.com [207.234.31.38]) 

> by uro.theporch.com (8.8.6.Gamma0/A-UX-3.0.1) with ESMTP id AAA23495 

> for <SHIMSHON@URO.THEPORCH.COM>; Fri, 13 Jun 1997 00:02:52 -@500 (CDT) 
>Received: from sco.theporch.com (localhost [127.0.0.1]) 

> by sco.theporch.com (8.8.6.Gamma0/SCO-5.0.2) with SMTP id FAA29253; 

> Fri, 13 Jun 1997 05:02:26 GMT 

>Message-Id: <199706130502.FAA29253@sco.theporch. com> 

>Date: Fri, 13 Jun 1997 00:02:25 CDT 

>Sender: owner-boatanchors@theporch.com 

>From: boatanchors@theporch.com 

>To: Amateur Radio Equipment Using Vacuum Tubes <boatanchors@sco.theporch.com> 
>Subject: BOATANCHORS digest 1496 

>Mime-Version: 1.0 

>Content-Type: multipart/mixed; boundary="-- 
__ListProc__NextPart__866177956433088978" 

>X-Listprocessor-Version: 8.1 -- ListProcessor(tm) by CREN 

>Status: 0 


BOATANCHORS Digest 1496 
Topics covered in this issue include: 


1) Re: Tip for fixing unstable VFO 
by Jim Wallace <vintage@best.com> 
2) RE Try 7060 
by ARONGV@aol.com 


Date: Thu, 12 Jun 1997 21:05:25 -0700 (PDT) 

From: Jim Wallace <vintage@best.com> 

To: carl yaffey <cyaffey@sprynet.com> 

Cc: boatanchors@theporch.com 

Subject: Re: Tip for fixing unstable VFO 

Message-ID: <Pine.SGI.3.95.970612210158 .13270A-100000@shel1x.best.com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Carl and gang, 

I fixed the warbly, drifty LMO (vfo) in my SB-102 with the same stuff. 
It does work great. As another tip, I had similar problems with a Heath 
VF-1. In this case, it turns out that oxidation between a ground lug, screw 
and chassis was causing the problem. I removed the screw, cleaned up the 


area and torqued the fella down good and tight. No problems since. 


Bob - W3CD 


Date: Fri, 13 Jun 1997 00:36:50 -0400 (EDT) 

From: ARONGV@aol.com 

To: rbarmore@indy.net 

Cc: boatanchors@theporch.com 

Subject: RE Try 7060 

Message-ID: <970613003650_-227998765@emout05.mail.aol.com> 


Hi Bobbi: 


After my last post, and after packing up a SX-117 and HT44/PS for UPS 
shipment, got back on 7060 and found myself in four-way: W5FRS, N40AH and 
W7ZFB (again). 


Something sounding a lot like RTTY settled in just as i tried to break in. It 
disappeared shortly, thank goodness. Anyway, N40AH was running a KW and he 
peaked at 30 dB over. W5FRS was a 599 and W7ZFB was still a 579. 


I had to laugh about the band conditions, cuz N4OAH is in Atlanta, and that 
put him exactly off the end of my dipole! Can't imagine what he would have 
been broadside to me. 


Bottom line is it was fun and I'll try to make a habit of checking 7060 on 
the hour starting at 9 PM CST until 1AM CST. I was using my Swan 700CX and my 
dipole was drooping at 35 feet on one end and 20 feet on the other. Winter 
storm took the top off one of my trees. 


73s Ron WOOIZ 


End o£ BOATANCHORS Digest 1496 


KKEKKKKKKKKKKKKKKKKKKKKKKKKKEKKK 

>1497 

>From owner-boatanchors@sco.theporch.com Fri Jun 13 20:22 CDT 1997 
>Received: from sco.theporch.com (sco.theporch.com [207.234.31.38]) 

> by uro.theporch.com (8.8.6.Gamma0/A-UX-3.0.1) with ESMTP id UAA24681 
> for <SHIMSHON@URO.THEPORCH.COM>; Fri, 13 Jun 1997 20:22:30 -0500 (CDT) 
>Received: from sco.theporch.com (localhost [127.0.0.1]) 


> by sco.theporch.com (8.8.6.Gamma0/SCO-5.0.2) with SMTP id BAA04392; 
> Sat, 14 Jun 1997 01:19:40 GMT 

>Message-Id: <199706140119.BAA04392Q@sco.theporch. com> 

>Date: Fri, 13 Jun 1997 20:19:40 CDT 

>Sender: owner-boatanchors@theporch.com 

>From: boatanchors@theporch.com 

>To: Amateur Radio Equipment Using Vacuum Tubes <boatanchors@sco.theporch.com> 
>Subject: BOATANCHORS digest 1497 

>Mime-Version: 1.0 

>Content-Type: multipart/mixed; boundary="-- 
__ListProc__NextPart__866251149433125574" 

>X-Listprocessor-Version: 8.1 -- ListProcessor(tm) by CREN 

>Status: 0 


BOATANCHORS Digest 1497 
Topics covered in this issue include: 


1) Re: ARC-5/BC-455 Performance ?'s 
by Ho4bart@aol.com 
2) Re: tip for fixing VFO 
by Ho4bart@aol.com 
3) baandswitch on Drake 
by Rolf Jansson <rolf.jansson@ub.umu.se> 
4) Ranger probs 
by Ronnie Hull <w5sum@ms1.nwla.com> 
5) VHF and Amateur TV magazines 
by VernSchroe@aol.com 
6) Ranger 
by Ronnie Hull <w5sum@ms1.nwla.com> 
7) Johnson Signal Sentry ? 
by w4bld@juno.com (Robert B. Kerby) 
8) Gonset Meter Needed 
by w4bld@juno.com (Robert B. Kerby) 
9) HFS manual wanted 
by "Roberta J. Barmore" <rbarmore@indy.net> 
10) Re: ARC-5/BC-455 Performance ?'s 
by Bob Roehrig <broehrig@admin. aurora. edu> 
11) Wanted: 2 & 4 kc filters for R390A 
by w8xq@juno.com (JEFF D WILDER) 
12) FS BC 223 
by "ro" <otterstad@mec.dk> 
13) VHF and Amateur Magazines 
by VernSchroe@aol.com 
14) Re: tip for fixing VFO 
by John Kolb <jlkolb@cts.com> 
15) ARC-5/BC-455 Pseudo Regeneration mod 
by dfrancis@iex.net (Dexter Francis) 


16) manual needs 

by "Gustavson, William R." <wgustavs@sidley.com> 
17) ADMINISTRIVIA: Changing Email Addresses 

by listown@jackatak.theporch.com (Mail List Owner) 
18) RE: 2-B question 

by "James C. Owen, III" <owen@piper.eeel.nist.gov> 
19) WTB: Knob for a Collins 75A2 

by David Meitzen <hdmeitzen@champion.aclic.com> 
20) Two Announcements 

by jproc@bellglobal.com (Jerry Proc) 
21) DX-40 on 40 (& questions) 

by Bill Meara <wmeara@erols.com> 
22) 7060 kc 

by "Garey Barrell, K40AH" <75025.73@CompuServe.COM> 
23) DX-100 manual 

by Chris Lamousin <chrisl@netdoor.com> 
24) 7060 

by Ronnie Hull <w5sum@ms1.nwla.com> 
25) Johnson & Halli Etc For Trade 

by ARONGV@aol.com 
26) Re: 7060 kc 

by Ken Gordon <keng@uidaho.edu> 
27) General Electric 4EF4A2 Schematic Needed 

by n5dc@juno.com (Granville "Jim" B. Lane IT) 
28) WTB: SCR-694-C crystals 

by Lenox Carruth <carruth@swbell.net> 
29) Re: DX-40 on 40 (& questions) 

by "Grant Youngman" <nq5t@gte.net> 
30) HQ-180 & HT-37 Wanted 

by "Henshall, Steve" <Steve_Henshall@heald.edu> 
31) Heath paper special (free to good home) 

by "Lawrence R. Ware" <lrware@pipeline.com> 
32) HEATHKIT SERVICE BULLETINS - CONT. 

by joelutz@juno.com (Joseph W Lutz) 
33) HEATHKIT SERVICE BULLETINS - CONT. 

by joelutz@juno.com (Joseph W Lutz) 


Date: Fri, 13 Jun 1997 02:50:21 -0400 (EDT) 

From: Ho4bart@aol.com 

To: broehrig@admin.aurora.edu, dfrancis@iex.net 

Cc: boatanchors@theporch.com 

Subject: Re: ARC-5/BC-455 Performance ?'s 

Message-ID: <970613025020_912071431@emout02.mail.aol.com> 


In a message dated 97-06-12 21:29:11 EDT, 
broehrig@admin.aurora.edu (Bob Roehrig) writes: 


<< So, yes, the 40 meter ARC-5 is quite broad and 
I agree with whoever said that it certainly could be 
improved by some IF regeneration. >> 


IF regeneration ‘'works' sort of, but then controlling the 
selectivity via the cathode resistance or supressor to 
ground resistance, varies the gain at the same time, and 
this is less than handy. mickeymouse, IMO. 

one approach that might help would be to put to use a 
quartz or two, 2837 crystals are common out of retired 

AM boat radios, this is close enuff to the original 2830 as 
not to upset alignment and the cr?? small metal crystal 
cans would be no problem to fit. in series mode the crystal 
Capacitance can be resonated out by a paralled inductor. 
i'll have to scout for a junker 6-9 rec to work out this idea on. 
hue miller 


Date: Fri, 13 Jun 1997 02:59:55 -0400 (EDT) 

From: Ho4bart@aol.com 

To: cyaffey@sprynet.com, boatanchors@theporch.com 

Subject: Re: tip for fixing VFO 

Message-ID: <970613025954_ -494353525@emout01.mail.aol.com> 


In a message dated 97-06-13 00:30:02 EDT, 
cyaffey@sprynet.com (carl yaffey) writes: 


<< I recently posted a tip for fixing an unstable VFO. 

I mentioned I fixed it by spraying Deoxit on the tuning 
capacitor. I guess I'm getting senile - it was the 
BANDSWITCH - NOT the tuning capacitor! Darn - 

it's tough getting older.... >> 


actually your original stated sprayed component was not 
completely impossible. reminded me of a Heath SB-310 
receiver which acted squirrely when the preselector control 
was adjusted. the capacitor rotor made very poor contact 

( high resistance ) to the frame bearing, and the high 
resistance to ground caused the RF stage to go into 
oscillation. spraying the bearing point cured that. 

hue miller 


Date: Fri, 13 Jun 1997 09:12:57 +0200 
From: Rolf Jansson <rolf.jansson@ub.umu.se> 


To: boatanchors@theporch.com 

Subject: baandswitch on Drake 

Message-ID: <3.0.2.32.19970613091257 .009435c0@ub.umu.se> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi I am going to fix my noise bandselectorswitch on my Drake 4C, 

can I use ordinarie electronic spray to get rid of the noise 

when you change band,you must have something to get rid of the oxidation 
on the plates 


Regards Rolf 


Date: Fri, 13 Jun 1997 06:27:31 -0500 

From: Ronnie Hull <w5sum@ms1.nwla.com> 

To: boatanchors@theporch.com 

Subject: Ranger probs 

Message-ID: <1.5.4.16.19970613052446 .116718e4@ms1.nwla.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Howdy men 


last night while trying to tune my ranger II up on 40 meters 
something strange happened. I was just beginning to peak the 
grid current and it lost it.. the grid current... 


hmmm... can peak the grid ma up to about .500 or so, with 
both the exciter and with the drive turned wide open. Same 
same thing when using either the vfo or xtals. PA current 

is its idling current only, with the key shorted, no increase 
in pa current at all. 


okay, checked all the tubes except those two rascals in the vfo 
housing. How in the heck do you get the front two screws out of 
the vfo top cover? Never checked those two. However, it does 
the same thing when you use a crystal, so maybe that eliminates 
those two tubes anyway. 


ideas? 


Ronnie 


| Ronnie Hull - W5SUM X - WBSATA 


| 3131 Meadow Parkway dr. | 
| Shreveport, La 71108 

| 318-688-1389 318-687-3135 Fax 
| | 
| Looking for a Johnson 500 ( go ahead and laugh!!) | 


Date: Fri, 13 Jun 1997 07:57:43 -0400 (EDT) 

From: VernSchroe@aol.com 

To: boatanchors@sco.theporch.com 

Subject: VHF and Amateur TV magazines 

Message-ID: <970613075743_1075663113@emout14.mail.aol.com> 


I have the following for sale: 


6UP the VHF Magazine (issues 1-19) 
1963--7,8,9,10,11/12 

1964--all 

1965--1,2 

$25 plus shipping 


Television Horizons 
1961--5,6,7,8,9,10 
all for $7 plus shipping 


ATV Experimenter 

Vol 1, #1,2,3,4,5,6 (6/7 1962-4/5 1963) 
Vol 2, #2,3,4,5 (8/9 1963-2/3 19640 
$12 plus shipping 


Vern ,K9POU 


Date: Fri, 13 Jun 1997 07:19:55 -0500 

From: Ronnie Hull <w5sum@ms1.nwla.com> 

To: boatanchors@theporch.com 

Subject: Ranger 

Message-ID: <1.5.4.16.19970613061719.09c749ce@ms1.nwla.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


in my previous post I should have put that you 
get less than 1 ma of grid drive. 


Ronnie 


Date: Fri, 13 Jun 1997 08:29:28 EDT 

From: w4bld@juno.com (Robert B. Kerby) 

To: boatanchors@theporch.com 

Subject: Johnson Signal Sentry ? 

Message-ID: <19970613.072728.5031.1.W4BLD@juno. com> 


Hello Gang - 

Anyone have a diagram of the Johnson Signal Sentry? Thanks, Bob 

KAKI IKK IKK III KI KIKI III IKK III KIKI KI III IKK III III KIKI IIIA IIA IIIA IIIA IK IK 
KI KKK KKK KKK KIKI KKK IKI 

Robert B. Kerby ( I collect Gonset, Morrow, and Elmac.) 

Post Office Box 991 (UPS: 231 Rosser Avenue) 

Waynesboro, VA 22980 (540) 942-4356 w4bld@juno.com 


Date: Fri, 13 Jun 1997 08:29:28 EDT 

From: w4bld@juno.com (Robert B. Kerby) 

To: boatanchors@theporch.com 

Subject: Gonset Meter Needed 

Message-ID: <19970613.072729.5031.2.W4BLD@juno. com> 


Hello Gang - I am in desperate need of a Gonset meter which is 1 ma full 
scale. It will replace a broken meter in a Gonset G-76. I know that the 
meter used in the G-66 and G-66B will work, but a, mot sure about others. 
I also know that Gonset used bothe 1 ma and 5 ma meters, but I don't know 
what they used where. Any help with this problem will be appreciated. 
Thanks, Bob 

KKKKAIKK KKK KKK KK KKK KKK KKK KKK KKK IKI K IKI K IKI K AKI K AKAIKE KAKA KA K AKA KAKI KIEKAKAEKAKRERERERE 
KKKKKKKKKKKKKEKKKKEKKKRERKK 

Robert B. Kerby ( I collect Gonset, Morrow, and Elmac.) 

Post Office Box 991 (UPS: 231 Rosser Avenue) 

Waynesboro, VA 22980 (540) 942-4356 w4bld@juno.com 


Date: Fri, 13 Jun 1997 07:39:49 -0500 (EST) 

From: "Roberta J. Barmore" <rbarmore@indy.net> 

To: BA <boatanchors@sco.ThePorch. com> 

Subject: HFS manual wanted 

Message-ID: <Pine.SUN.3.96.970613073729 .12709A-100000@indy4> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Hi! 


I'm looking for a manual for a National HFS receiver/converter. Just 
got the HRO-7 and HFS set up on the new shack desk, and it just may be a 
combo that'd slope-detect decently--worth a try, at least! :) 


73, 
- -Bobbi 


Date: Fri, 13 Jun 1997 08:34:37 -0500 (CDT) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: Hod4bart@aol.com 

Cc: boatanchors@theporch.com 

Subject: Re: ARC-5/BC-455 Performance ?'s 

Message-ID: <Pine.ULT.3.96.970613081943 .20278A-100000@admin. aurora. edu> 
Mime-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Fri, 13 Jun 1997 Ho4bart@aol.com wrote: 


> one approach that might help would be to put to use a 

> quartz or two, 2837 crystals are common out of retired 

> AM boat radios, this is close enuff to the original 2830 as 
> not to upset alignment and the cr?? 


That's one way to go. I was thinking of maybe adding a Q multiplier 
but I have never tried such a circuit at that high a frequency. 
I don't think it would be too effective. 


E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


Date: Fri, 13 Jun 1997 09:35:14 EDT 

From: w8xq@juno.com (JEFF D WILDER) 

To: boatanchors@theporch.com 

Subject: Wanted: 2 & 4 kc filters for R390A 
Message-ID: <19970613 .093821.4343.0.W8XQ@juno.com> 


Hello People, 


Wonder if someone is parting out a R390A . I need the 2 & 4 kc 
filters from the R390A. 
Please reply if you can help.. Thankyou 


73 
Jeff W8XQ 


616 381-4133 
w8xq@juno.com 


Date: Fri, 13 Jun 1997 15:52:50 +0200 

From: "ro" <otterstad@mec.dk> 

To: <boatanchors@theporch.com> 

Subject: FS BC 223 

Message-ID: <199706131350.PAA26778@inet.uni-c.dk> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Ragnar Otterstad 
email : otterstad@mec.dk 


I have a BC 223 AX surplus. Needs Tuning Unit. Has shock mount. 
and looks good. 


I will sell this for a nominal amount as shipping could be expensive from 
Copenhagen. Please email me if interested. 


73 Rag  OZ8RO 


Date: Fri, 13 Jun 1997 10:15:19 -0400 (EDT) 

From: VernSchroe@aol.com 

To: boatanchors@theporch.com 

Subject: VHF and Amateur Magazines 

Message-ID: <970613101347_-662237014@emout03.mail.aol.com> 


I have the following for sale: 
6UP the VHF Magazine (issues 1-19) 


1963--7,8,9,10,11/12 
1964--all 


1965--1,2 
$25 plus shipping 


Television Horizons 
1961--5,6,7,8,9,10 
all for $7 plus shipping 


ATV Experimenter 

Vol 1 #1,2,3,4,5,6 (6/7-1962 to 4/5-1963) 
Vol 2 #2,3,4,5, (8/9-1963 to 2/3-1964) 
$12 plus shipping 


Vern K9POU 


Date: Fri, 13 Jun 1997 07:58:47 -0700 (PDT) 

From: John Kolb <jlkolb@cts.com> 

To: Hod4bart@aol.com 

Cc: cyaffey@sprynet.com, boatanchors@theporch.com 

Subject: Re: tip for fixing VFO 

Message-ID: <Pine.SC0O.3.91.970613075542 .20154A-100000@sd.cts.com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Fri, 13 Jun 1997 Ho4bart@aol.com wrote: 


> completely impossible. reminded me of a Heath SB-310 
> receiver which acted squirrely when the preselector control 
> was adjusted. the capacitor rotor made very poor contact 


I've seen a couple of SB-310's (and I'd guess the 101's would 
be the same) that were squirrely. Ended up running a couple of 
pieces of braid from the preselector cap rotor contacts to good 
RF ground points. 


John 


Date: Fri, 13 Jun 1997 09:37:45 -0600 (MDT) 

From: dfrancis@iex.net (Dexter Francis) 

To: Ho4bart@aol.com 

Cc: boatanchors@theporch.com 

Subject: ARC-5/BC-455 Pseudo Regeneration mod 
Message-ID: <v01520d05af£c6c68343a7@[207.0.57.74]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I tried this pseudo regen trick last night and it also has the side effect 
that the tuning pulls a little bit as I vary the "normal" gain control. 


I look forward to hearing about your crystal experiment. 
-df 


* CWest Tube Sales - P.0O.B. 22443 SLC, UT 84122 * 
* http://www.usa.net/~dfrancis/CWest_Tube_Sales.html x 
* e-mail to: tubes@usa.net * 


Date: Fri, 13 Jun 97 10:46:00 PDT 

From: "Gustavson, William R." <wgustavs@sidley.com> 

To: boatanchors post message <boatanchors@theporch. com> 
Subject: manual needs 

Message-ID: <33A187C4@mailhost2.sidley.com> 


need to find original or copy of manuals for: 


Boonton 260A Q meter 


HP 4800A vector impedance meter and 


Tek Oscope 564B with 3B3 and 3A6 plug ins 


Any help would be appreciated! 


Bill N5YGM 
wgustavs@sidley.com 


Date: Fri, 13 Jun 97 11:15:01 CDT 

From: listown@jackatak.theporch.com (Mail List Owner) 
To: boatanchors@sco.theporch.com 

Subject: ADMINISTRIVIA: Changing Email Addresses 
Message-ID: <9706131115.aa10550@jackatak.theporch. com> 


Gang- 


This periodic post is intended to help subscribers whose email 
address has changed, preventing posting or receipt of the list. 


If you change ISP (IntexNet Service Provider), simply send me an 
email advising the change, and I will do my best to implement the 
change quickly. 


For those unfortunates, whose ISP has made a change without advising 
their customers of the potential impact of that change on 
subscribers to email lists like the boatanchors, where one must 

be a subscriber to post to the list, try to follow along... 


Under some circumstances, the changes to your email address are 
"transparent" to you, but prevent posting. I get error notification 
for these kinds of problems, and I try to work them out. However, 

I may miss one, and on this end, the process is anything BUT 
automatic. 


You have a bigger stick than I do. You and your ISP have the primary 
responsibility to repair the problems caused by the change at the 
ISP. I have zero leverage with your ISP, and you have great leverage. 


Most ISP maintain a customer service department to help with problems 
like these. This should be your first line of support for email 
problems. I am happy to assist and consult, but try to understand 

that when your ISP makes a change to their email handler, and that 
change prevents you from posting to the boatanchors list, I can help, 
but resolving this problem is your responsibility, working with your 
ISP. I am but a volunteer, contributing my time to administer the list. 


Thank you for your attention. 

73 

Jack, W4KH/Mobile (75M SSB 2-letter WAS 4#41657/#1789 -- both all mobile! ;%) 
- - - BoatAnchor Mailing List Archiver/Owner - - - 

listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


Date: Fri, 13 Jun 1997 12:41:57 -0500 (EST) 

From: "James C. Owen, III" <owen@piper.eeel.nist.gov> 
To: boatanchors@sco.theporch.com 

Subject: RE: 2-B question 

Message-ID: <45719.owen@piper.eeel.nist.gov> 


In message Thu, 12 Jun 1997 20:18:18 -0500, 
Ronnie Hull <w5sum@msi.nwla.com> writes: 


the minimum value for this bias voltage is 

> adjusted by R48 which is factory preset and should not 
> be adjusted. 

> the above paragraph comes right out of the manual. 

> 

> okay, but WHAT IS the value this needs to be set at? 


Ronnie it's in the 2B instruction manual. I don't have mine anywhere near 
(250 miles away) but there is a procedure you MUST follow as the VTVM loads 
down the AGC line even if it's a 10Meg meter. AS I remember you connect the 
VTVM to the test point and set the voltage to what the manual says then 
adjust the S-meter to 0 (I think) then you remove the VTVM and note that the 
S-meter moved, you then readjust the control to return the S-meter to zero. 
It works correctly just follow the manual. 73 Jim K4CGY 


Date: Fri, 13 Jun 1997 15:06:31 -0500 

From: David Meitzen <hdmeitzen@champion.aclic.com> 
To: boatanchors@theporch.com 

Subject: WTB: Knob for a Collins 75A2 

Message-ID: <33A1A847.5096@aclic.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Can you believe someone would ship a 75A2 by UPS with a .5 inch foam pad 
between the front panel and the side of a cardboard box and expect that 
no damage would be done. Can you believe I was the lucky one who sent 
extra money for packing and insurance (yes, no insurance). 


I know you have all heard the sob stories - I am venting. 


Anyway I know that at least I need a knob (regular not spinner) for the 

little busted puppy. I would like a spinner knob but their like gold. If 
someone in BAdom has a spare knob or direct me to one I would appreciate 
it. 

Best of regards TGIF 

Dave 


Date: Fri, 13 Jun 1997 17:14:09 -0700 

From: jproc@bellglobal.com (Jerry Proc) 

To: "'boatanchors@theporch.com'" <boatanchors@theporch.com> 
Subject: Two Announcements 

Message-ID: <0Q1BC781D.389B0740@jporc.bellglobal.com> 


MIME-Version: 1.0 
Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: quoted-printable 


Dear BA'ers, 


For those of you who are interested, I have posted two pieces of = 
material: 


Tube Cross reference 


1) There is now an updated VT to JAN tube cross reference file dated = 
June 8/97 in the BA archives. This release corrects one typo and = 
incorporates a few enhancements offered by other BA'ers. 

2) Radio Story 


I have posted a story titled ‘VEO Ahoy' on my web page. The URL is: 
www3.sympatico.ca/hrc/haida/radio/reading.htm 


This is the story about Canadian maritime mobile amateur stations aboard = 
naval and merchant vessels in the 1960's. Its been transcribed from a = 
July 1967 issue of 73 magazine.=20 


Regards, 
Jerry Proc 
jproc@bellglobal.com=20 


Date: Fri, 13 Jun 1997 17:32:35 -0400 

From: Bill Meara <wmeara@erols.com> 

To: boatanchors@theporch.com 

Subject: DX-40 on 40 (& questions) 

Message-ID: <199706132132.RAA21341@smtp3.erols.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Fellow trailing edgers: 


With the help of a DX-40 transformer supplied by Nick England, KDACPL, I 
finally got the DX-40 I bought at Timonium on the air. Worked W8QOV on my 
first CQ (40 meters). Used my Drake 2-B with the RF gain low to monitor my 
sending. Copied the code on the back of a handy edition of ER and used an 
HQ-100 as my receiver. It was pretty much BA heaven! 


I'm looking for a 7060 rock so I can join the BA gang. Right now I'm on 


7030, 7040, 7100 and 7110. 


Although the DX-40 was my first transmitter, I admit to being uncertain 
about the tune up procedure. Should I be peaking or dipping the grid? How 
many mills should I be running the final at. Any advice/guidance would be 
much appreciated. 


Thanks again to Nick for the iron. Working with a component provided by a 
fellow anchorolgist always seems to make the repair project more enjoyable. 


73 de N2CQR 

Bill Meara 

QTH: Falls Church, Virginia, USA 

Formerly of Tegucigalpa, Bilbao and Santo Domingo 
wmeara@erols.com 

http: //www.mindspring.com/~johnmb/billm.htm 


Date: 13 Jun 97 18:07:32 EDT 

From: "Garey Barrell, K40AH" <75025.73@CompuServe.COM> 

To: BOATANCHORS <BOATANCHORS@sco.theporch.com> 

Subject: 7060 kc 

Message-ID: <970613220731_75025.73_FHD48-1@CompuServe. COM> 


Read the post by Ron, WOOIZ last night, and tuned the receiver 

to 7060. Heard a "real" (defined as an "imperfect signal", a rare 
find these days) calling CQ BA. Turned out to be our own "RJ" 

(AKA Bobbi). Called her and had a nice chat. Her single 6L6 

sounded great, with just enough drift (from crystal heating?) on 

each dot or dash to give it distinction!! Mentioned that the "QSL 40" 
was my first transmitter and that I was using my original J-38, 
complete with vintage, RED, poker chip under the knob. Making it 

a "Deluxe" original, I guess! When I signed with Bobbi, was filling 
out the log and heard Dennis and John, W5FRS and W7ZFB open 

up. After about one round, Ron showed up and we were on our way! 
About this time an AMTOR station decided to open up right near us, 

so I turned on the amplifier, (about 1200 W out,) and the AMTOR 
station went away. Maybe he didn't hear us before!? 


All around, good fun and a nice way to end the evening. Try it!! 
73, Garey - K40AH 


75025.73@compuserve.com 
Atlanta 


Date: Fri, 13 Jun 1997 17:12:51 -0500 
From: Chris Lamousin <chrisl@netdoor.com> 
To: boatanchors@theporch.com 

Subject: DX-100 manual 

Message-ID: <33A1C5E3.26F7@netdoor. com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Where can I find a Heathkit DX-100 manual? 


Date: Fri, 13 Jun 1997 17:28:47 -0500 

From: Ronnie Hull <w5sum@ms1.nwla.com> 

To: boatanchors@theporch.com 

Subject: 7060 

Message-ID: <1.5.4.16.19970613162616.2cafOdae@ms1.nwla.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I'll be on tonight after 8pm central on 7060 
with the valiant and 2-b, since my ranger died 
last night (snif snif) 


Ronnie 


Date: Fri, 13 Jun 1997 18:37:56 -0400 (EDT) 

From: ARONGV@aol.com 

To: boatanchors@theporch.com 

Cc: baswaplist@foothill.net 

Subject: Johnson & Halli Etc For Trade 

Message-ID: <970613105932_-227965216@emout09.mail.aol.com> 


Hi Gang: 


I have a very nice Hallicrafters HA-8 Spatter Guard (see page 101 of Chuck 
Dachis book) in its original box and a Johnson Signal Sentry that need a new 
home. Also have an NOS in original box Continental Electronics Tel-0-Patch 


designed for use with 32V-75A series, Globe King, B&W 5100, Apache, Valiant, 
Ranger, etc. 


Since I hate packing any size boxes, make me an offer (no cash deals) for all 
three, please. Maybe something that I could use these units for as a trade 
plus cash on my part? 


Don't be bashful. Anyone who has swapped or bought something from me knows 
I'm never out to make a killing. The best deal is when both parties walk away 
smiling. 


I'm mainly interested in RME, Swan and National brand items. Your junque may 
turn out to be my treasure! 


73s & Good Hunting 


Ron WOOIZ Kansas City 


Date: Fri, 13 Jun 1997 16:11:26 -0700 (PDT) 

From: Ken Gordon <keng@uidaho.edu> 

To: "Garey Barrell, K40AH" <75025.73@CompuServe.COM> 

Cc: BOATANCHORS <BOATANCHORS@sco.theporch.com> 

Subject: Re: 7060 kc 

Message-ID: <Pine.BSF.3.95.970613161045 .12112B-100000@piobaire.mines.uidaho.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On 13 Jun 1997, Garey Barrell, K40AH wrote: 


Read the post by Ron, WOOIZ last night, and tuned the receiver 

to 7060. Heard a "real" (defined as an “imperfect signal", a rare 
find these days) calling CQ BA. Turned out to be our own "RJ" 

(AKA Bobbi). Called her and had a nice chat. Her single 6L6 

sounded great, with just enough drift (from crystal heating?) on 

each dot or dash to give it distinction!! Mentioned that the "QSL 40" 
was my first transmitter and that I was using my original J-38, 
complete with vintage, RED, poker chip under the knob. Making it 

a "Deluxe" original, I guess! When I signed with Bobbi, was filling 
out the log and heard Dennis and John, W5FRS and W7ZFB open 

up. After about one round, Ron showed up and we were on our way! 
About this time an AMTOR station decided to open up right near us, 

so I turned on the amplifier, (about 1200 W out,) and the AMTOR 
station went away. Maybe he didn't hear us before!? 


All around, good fun and a nice way to end the evening. Try it!! 


VV VV VV VV VV VV VV VV OV 


73, Garey - K40AH 
75025.73@compuserve.com 
Atlanta 


VVV MV 


That's cool, but someone should listen down on 7050 once in a while too. 


Ken W7EKB 


Date: Fri, 13 Jun 1997 19:06:35 -0500 

From: n5dc@juno.com (Granville "Jim" B. Lane IT) 
To: boatanchors@theporch.com 

Subject: General Electric 4EF4A2 Schematic Needed 
Message-ID: <19970613.190635.11150.0.n5dc@juno.com> 


I have the subject G.E. Amplifier, complete with a 6 meter RF deck. I 
would like to get a schematic on the power supply. The rf deck may be 
available for trade, sell, etc. de Jim, N5DC 


Date: Fri, 13 Jun 1997 19:15:52 -0500 
From: Lenox Carruth <carruth@swbell.net> 
To: BA Swap List <baswaplist@foothill.net>, 
"Boat Anchors List (to submit a listing)" <boatanchors@sco.theporch.com> 
Subject: WTB: SCR-694-C crystals 
Message-ID: <33A1E2B8.4CCC@swbell.net> 
MIME-Version: 1.0 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I have a SCR-694-C in my collection and would like to find some of the 
original crystals for it. They are in FT-243 holders and are in the 
frequency range of 1900 kc to 3200 kc. They are doubled in the radio to 
produce operating frequencies in the range of 3,800 kc to 6,400 kc. I 
have never seen any of them but they would not have had any of the 
channel markings or REC and TRANS markings of the crystals used in other 
radios. 


I believe that they were cut on the even 10 kc increments starting at 
3,800 kc (1,900 kc crystal frequency) 


Any help would be appreciated. 


Lenox Carruth, Jr. Dallas, Texas 
Carruth@swbell.net 
Collector of WW-II Communications Equipment and Memorabilia 


Wanted: Excellent TCS-14 Transmitter and Mounting Plate, TBX, LS-3 


Date: Fri, 13 Jun 1997 19:31:26 -0500 

From: "Grant Youngman" <nq5t@gte.net> 

To: wmeara@erols.com, boatanchors@theporch.com 
Subject: Re: DX-40 on 40 (& questions) 
Message-ID: <199706140032.TAA20630@smtp.gte.net> 


> Although the DX-40 was my first transmitter, I admit to being 
> uncertain about the tune up procedure. Should I be peaking or dipping 
> the grid? How many mills should I be running the final at. 


Grid -- adjust to around 3 ma. Maybe a little more. 
You won't be able to get there on the higher bands, especially 10 
meters, so just peak it there. 


Plate -- dip and load to around 125 ma. It may load a little 

higher, but you will impair harmonic suppression in the output pi net 
if you end up with near minimum capacitance on the pi output cap. And 
there's no point ins stressing the power transformer. The recommended 
duty cycle is 10 minutes off to 5 minutes on. 


Grant/NQ5T 


Grant Youngman / NQ5T 
nq5t@gte.net 


BA pics at http://home1.gte.net/nq5t 
Double Oak, TX -- nr Dallas 


Date: Fri, 13 Jun 1997 17:39:26 -0700 

From: "Henshall, Steve" <Steve_Henshall@heald.edu> 

To: "'Boatanchor postings'" <boatanchors@sco.theporch.com> 

Subject: HQ-180 & HT-37 Wanted 

Message-ID: <c=US%a=_%p=Heald%1l=SITSERVER -970614003926Z-284@sjtserver.heald.edu> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Content-Transfer-Encoding: 7bit 


I want to set up a boatanchor station and am looking for the following 
items in the San Jose are if possible. 


HQ-180 
HT-37 or HT-32 


Where can I get info on the two transmiters, and pix if possible both 
spec sheets. I'm a newbie here and if anyone has a suggestion for a 
transmitter 

that would go well with the HQ-180, I'm all ears. 


TNX es 73 de KO6NZ 
Steve. 


Date: Fri, 13 Jun 1997 19:55:47 +0000 

From: "Lawrence R. Ware" <lrware@pipeline.com> 

To: boatanchors@sco.theporch.com 

Subject: Heath paper special (free to good home) 

Message-ID: <3.0.32.19970613195445 .0069ef18@pop. pipeline. com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Good evening firebottle fans... :-) 

For to nights contest winner we have: 

One each original "Heath Special Show Flyer," 12 pages of Heathkit 
"Show" special deals dated March 1955. 

Includes one original pink Heath order form. 

Good condition, looking for a happy Heath collector home. 


Winner gets the original, runner ups may ask for photocopies. 
How do "I" win this wonderful, rare, stupendous prize you ask? 
Easy! Just tell me why you need/want it... 

Rules of Ware apply. 


-Larry 


dF Larry's Home for Wayward Test Equipment & Old Radios (tm) 
# Let your equipment retire in sunny central Florida. 

d# Intensive Care, Private Bench Space, Frequent Use, 

d## Factory trained HP, Tek & Fluke Surgeon on staff. 

d## Good Home Guaranteed or double your junk back! 

d# lrware@pipeline.com - Orlando, FL - 


Date: Sat, 14 Jun 1997 01:13:38 UTC 

From: joelutz@juno.com (Joseph W Lutz) 

To: HEATH@LISTSERV.TEMPE.GOV 

Cc: boatanchors@theporch.com 

Subject: HEATHKIT SERVICE BULLETINS - CONT. 
Message-ID: <19970614.011349.2966.1.JOELUTZ@juno. com> 


HI GANG, 


Continuing with the SB-102 Transceiver: 


March 23, 1973 
SB-102 Bulletin No. 
SSB Transceiver SB-102-3 


Low Grid Drive - Alignment Problems 


This has been related to the differences [internal electrode capacitance] 
between Tung-Sol & RCA 6146's. Purchasing has ceased buying Tung-Sol 
tubes; all new stock since late 1972 will be RCA's which give better 
performance. In addition, an additional alignment sequence is being put 
into the manuals which insures adequate gride drive -- previous tune-up 
was done in receive only where the peaks were broader than required for 
transmitter tuning. The new procedure uses the receiver sequence to get 
in the "ball park"; the added sequence peaks for maximum grid drive. 


The following modifications to the manual will helpavoid the many 
questions: 


PAGE 103: 8th step, right column, last two sentances: 
Then turn the meter switch to GRID [grid current]. The meter should 


have some up-scale indication. The meter may read as much as full scale 
-- this is normal. 


PAGE 104: left column #2: 


Turn the meter switch to GRID & adjust the MIC/CW LEVEL control for a 
grid current reading, just enough so a peak may be seen when making the 
adjustment in the next step. 


PAGE 104: Right Column #4 - will be deleted. 


PAGE 119: Right Column #14 - will be deleted. 


That's it for now -- got to watch game 5. Ciao! 


73 de JOE 
-- eee eee eee W7LPF/4 (NNNOKUU)- - - - ----------- 
QWCA - NCVA - SOWP - FISTS 
Gordonsville, Va 22942 (Orange County) 
Looking for: Heathkit HR/HX-20, MR/MT-1, 
Collins 516F-2, 312B-4, EFJ TR Switch 


Date: Sat, 14 Jun 1997 01:02:34 UTC 

From: joelutz@juno.com (Joseph W Lutz) 

To: HEATH@LISTSERV.TEMPE.GOV 

Cc: boatanchors@theporch.com 

Subject: HEATHKIT SERVICE BULLETINS - CONT. 
Message-ID: <19970614.011349 .2966.0.JOELUTZ@juno. com> 


Hi Gang, 


Moving right along - continuing with the SB-101 Bulletins: 


November 25, 


1970 
SB-101 Bulletin No: 
SSB Transceiver SB-101-1 


Meter Zeroing 


Original 10-147 control tolerance not sufficientto allow zeroing in all 
units. This part is being respecified to a closer tolerance. In the 
meantime, any field problems requarding zeroing of the meter can be 
corrected as follows: 


Change: R-107 from 100K Ohm to 82K Ohm (1-159). 


September 14, 1972 
SB-101 Bulletin No: 
SSB Transceiver SB-101-2 
Repeated Heterodyne Oscillator Failure 


Change: R-212 from 220 Ohm to 330 Ohm 1/2 Watt resister (1-4). 


May 23, 1974 
SB-101 Bulletin No: 
SSB Transceiver SB-101-3 


SB & HW Series Audio Amplifier & VOX 
Circuit Trouble Shooting Guide 


SEE BULLETIN NO. SB-100-3 DATED MAY 23, 1974 


May 23, 1974 
SB-101 Bulletin No: 
SSB Transceiver SB-101-4 


Diode Leakage in The SB-100, SB-101, 
HW-101 


SEE BULLETIN NO. SB-100-1 DATED MAY 23, 1974 


May 23, 1974 
SB-101 Bulletin No: 
SSB Transceiver SB-101-5 


SB & HW Series Instability & Corrective 
Information 


SEE BULLETIN NO. SB-100-4 DATED MAY 23, 1974 


May 23, 1974 


SB-101 Bulletin No. 
SSB Transceiver SB-101-6 


Alternate Method of Neutralizing The Final 
Amplifiers 


SEE BULLETIN NO. SB-100-2 DATED MAY 23, 1974 


December 18, 1974 
SB-101 Bulletin No. 
SSB Transceiver SB-101-7 


Oscillations or Low Drive 


SEE BULLETIN NO. SB-100-5 DATED DECEMBER 18, 1974 


May 2, 1975 
SB-101 Bulletin No. 
SSB Transceiver SB-101-8 


Self Oscillations Occurring After Installation 
of Steel Comb Brackets 


SEE BULLETIN NO. SB-100-6 DATED MAY 2, 1975 


November 25, 1970 
SB-102 Bulletin No. 
SSB Transceiver SB-102-1 


Meter Zeroing 


SEE BULLETIN NO. SB-101-1 DATED NOVEMBER 25, 1970 


September 14, 1972 
SB-102 Bulletin No. 
SSB Transceiver SB-102-2 


Repeated Heterdodyne Oscillator Tube 
Failure 


SEE BULLETIN NO. SB-101-2 DATED SEPTEMBER 14, 1972 


-- eee eee eee W7LPF/4 (NNNOKUU)- - - - ----------- 
QWCA - NCVA - SOWP - FISTS 
Gordonsville, Va 22942 (Orange County) 
Looking for: Heathkit HR/HX-20, MR/MT-1, 
Collins 516F-2, 312B-4, EFI TR Switch 


End o£ BOATANCHORS Digest 1497 
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